




@MEx 

OMEX series of three phase
Explosion-Proof motor is an axial
ventilated, totally enclosed fan cooled,
squirrel-caged motor.

OMEX motor stands out for its high
efficiency, higher torque, higher
overload capacity, lower noise, less
vibration, larger temperature margin,
better performance, easy to install and
repair, longer lifespan and other
advantages.

lt has a rigid explosion-proof body, it is
safe and reliable and esthetically
beautiful.

example: OME X 160 L 2

The level of technology of the products is 
of the highest European standard.

The power levels and mounting 
dimension of these electric motors 
comply with IEC standards, 
corresponding to the German standard 
DIN42673.

OMEX series of Explosion-proof 
Asynchronous motors (frame sizes 80 
- 355) are designed and
manufactured according to
IEC60079-0 2007.

Motor ldentification Symbol:

l ! .... ________ , ����e Length
..... _ ---------, Centre Height

Omex motors are used in:
- chemical industries 
- petrochemical industries
- petroleum platforms
- oil pipelines 
- gas pipelines 
- pharmaceutical industries
- graphic industries 
- thermal power stations
- on ships 
- manufacturing industries 
- in-shore and off-shore platforms

They are also used by system and
equipment manufactures for: 
- waste collection and treatment 
- cereale, rice, sugar processing
- etc ...

Flame-Proof 
Asynchronous Motor

Omex main features: 
- Frame size from 80 to 355
- Cast iron casing 
- Power from 0.75 to 315 kW
- Three-phase
- 1 speed 
- Group 11B, Group 11B + H2. Group IIC
- A TEX category 
- Temperature class T4
- Protection I P55 
- SKF ball bearings 
- Efficiency level IE1, IE2, IE3

Il 2G Ex db 118 T4 Gb 

Il 2D Ex tb IIIC (125°) Db 

Il 2G Ex db IIC T4 Gb 

Il 2G Ex db 118 +H2 T4 

OMEX SERI ES FLAME-PROOF THREE PHASE ASYNCHRONOUS MOTOR www.omemotors.com
























































































